JAMBS
2 X6 #1 SYP WOODJAMB SHALL BE ANCHORED TO GROUT
RENFORC ED BLOCK WALL OR CONCRETE COLUMN
WITH 1/4" X 2-3/4" LONG TAPCON12" O C. FOR
DOORSUPTO9-0" WIDE
JAMB CONSTRUCTION TO BEPROVDED BY OTHERS.

2-5/8" —p

U-BAR STIFFENER
16GA(055"MIN) GALVAN IZED STEEL

19.06 72

19’50 /
21.00
~ 7/

\

THERMAL BREAK, BOTTOM
RIGID PVC - THER MAL BR EAK
FLEXIBLE VNYL - BULB SEAL

CENT ER HINGE, RESIDENTIAL
17GA(050°MIN) GAL VAN IZED STEEL

STEEL SECTION

j 34" I-—

016" GALVAN IZED STEEL PANELS;DQSK STEEL 33000PSIMIN IMUM YIELD STREN GTH
INTERIOR AN D EXTERIOR SKIN S ARE WOOD GRAN EMBOSSED,

ROLL-FORMED AND EMBOSSED WITH THE FOLLOWIN GD ESIGNS

1) DECADE COLONIAL- 14-3/4" X19-15/16"RAISED PANELS

2) DEC AD E RAN CH- 14-3/4" X42-7/8" RAISED PAN ELS

3) DECADER/S-ROUGH SAWN FLU SH
ANDFINISHED WITH BAKED ON POLYESTER EN AMEL

-4—\/\— ROUGH OPENING
9-0"

—

FINISHED OPENING
8-11"

I

12 OR 15" RADIUS

JAMB ANGLE

ONE (1) REQD PER
VERTICAL TRACK

VERTICAL TRACK
16G A0 55" MIN)
GALV. STEEL

g

\

1)

TRACK
/ BRACKETS

LR

TYPICAL TRACK INSTALLATION

9
SCREW, HEX WASHER HEAD
#14 X5/8" THREAD-FORMN G, HEADE
SELF-TAPPING, FOUR (4) PER HINGE
TYPICALALL CENTER HINGES _L
X
19.06
19,50 "
21.00 %
OPENING
/ - HEIGHT \
e
/
/
25"
12"
1 i
ASTRAGAL RETAINER
(ALUMINU M)
¥

SINGLE CONT ACT
VINYL WEATHER SEAL

THI'S SPACE FOR DADE COUNTY USE ONLY

REGISTERED ENGINEER: RICHAR D BAUMAN N
ENGINEERING DISCIPLIN E: STRUCTURALENGNEERING
STATE REGISTRATION NUMBER : 00364 69

SCALE: NONE
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CORNER BRACKET DETAIL
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]
O
)
o
! ~ N
- 23/4" |
EDGE HNGE, COMMERCIAL
13GA(086"MIN) GALVAN IZED STEEL
END STILES
18GA(043"MIN) GALVAN ZED STEEL
RIVETED TO DOOR SKIN INSULATION CORE
EXPANDEDPOLYSTYRENE
DENSITY: 1#/«3
LAG SCREW
/ 5M6'x 13/4" (TYP)
" /

TOP FIXTURE, RESIDENTIAL

13GA(086"MIN) GALVAN IZED STEEL
FASTENED WITH (2)#14 X5/8"

THREAD-FORMIN G, SELF-TAPPING SC REWS

N
[ g mon

1 :
HEX HEAD LAG SCREW

5/6 X 1-3/4",(2) PER BRACKET
TRACK BRACKET

11GA(116"MIN) GALVAN IZED STEEL
WHIZ LOCK NUT

5/16-18,(1) PER BRACKET

5/16-18 X 3/4",(1) PER BRACKET
TRACK ROLLER
TEN (10) 1/4" STEEL BALLS N
HAR DENED INNER AN D OUTER RACES ON
716" DIA. STEEL SHAFT

TRACK
16G A (055" MIN) GALVAN IZED STEEL
JAMB DETAIL
SCALE: FULL

LIFTING CABLES

1/8" 7X7 PRE-FORMED GALVAN IZED

AIRCRAFT-TYPE CABLE.

SAFETY FACTOR 51 (MIN)

66" =(4) 19.50 SECTIONS
68" =(2) 19.06 (2)21.00 SECTIONS
69" =(2) 19.50 (2) 21.00 SECTIONS
70" =(4) 21.00 SECTIONS

CREW, HEX WASHERHEAD

/ 14 X5/8" THREAD-FORMN G,

SELF-TAPPN G, FOUR (4) PER
PER CORNER BRACKET

SCREW, HEXWASHER HEAD
#14 X 5/8' THREAD FORMNG
SELF-TAPPING, TEN (10)

PER UBAR

U-BAR PLACEMENT

NUMBER OF U-BAR PER SEC TION FROM THE
BOTTOM SEC TION TO THE TOP SEC TION:

5 SECTIOND OOR = 2-1-2-2-1
4SECTIONDOOR =2-1-2-2

SIDE LOC

TWO(2) REQD PER DOOR
LOCATE OPPOSITE EACHOTHER
TO ENGAGE EACH TRACK

5/8" MN

I —
Lh, | gy

H-IH

% 8-0"=(5)19.06 SECTIONS

SCALE: NONE
(LH SHOWN, RH OPPOSITE)

CORNER BRACKET /

13GA(086"MIN) GALVAN IZED STEEL

FASTENED WITH (4)#14 X5/8"

THREAD-FORMING, SELF-TAPPING SCREWS

INTERIOR ELEVATION

// L‘ VWENT OPENINGS MAY BELOCATED IN

THAT WILL YIELD NO LESS THAN 60N 2TOTAL OPEN AR EA.

DOORIN A CONFIGURATION

DESIGN LOAD
+44 P.SF.
-56 P.SF.
LARGE MISSLE
IMPACT RESISTANCE

SCALE: NONE
SCALE: NO TED
B |ADDED IMPAC T NOTE,REMOVED TESTLOAD 3864 1081/00 | CHECKEDBY: GW GARAGE DOORS
A AD DED SEC TION HEIGHTS AND YIELD STREN GTH 10887 DATE : 0501 2/94 —_—
REV. DESCRIP TION ECN.NO. DATE ECN.NO.

TTE SPEC, WINDLOAD

DECADE SHOWCASE
9'0" WIDE
No. P-1277 i
) 161 | B




